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Item Qty Part Number Description
1 1 See config. Assembly, MD93
2 1 9018082 Nameplate
3 1 6018956 Decal, Warranty
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ECO Rev . Description Date Approv ed
See obsolete drawing for rev ision history.

6769 C Weight was 0.25 lbs. Weight in title block was Concentricity. 06/26/17 ScH/VAA
6972 D Added -2 configuration. 10/01/18 MKN/MEK
6982 E Corrected max watts of -1 unit from 27 to 29. 10/23/18 MKN/WVC

Rev ision

Dash # Assembly
USB Amps
per Port Power Input

-1 9018085 2.1A 29 watts Max (2.1 A @ 14 VDC; 1 A @ 28 VDC)
-2 9018085-1 3.0A 36 watts Max (2.6 A @ 14 VDC; 1.3 A @ 28 VDC)

Configuration

Model Number MD93

Input 10-32 VDC, See configuration table for max Watts

Output
5.0 ±0.25 VDC; See configuration table for Amps per 
USB Port

Interface USB Standard-A

Qualification
FAA TSO C71
RTCA DO-160G (See Installation Manual) 

Compliance USB Battery Charging BC 1.2

Lighting Clock digits:   white LED

Mode, +, -, Logo:   backlit white LED

UTC, FLIGHT, TIMER:   backlit white LED when activ e

Case Anodized Aluminum, Black 

Weight 0.3 lbs

Mating Connect Kit MCI P/N 9018178

Specifications

1 10-32 VDC Input
2 Ground
3 Lighting Bus
4 Flight Timer Enable

Connector Pinout


